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SAVON DE MARSEILLE is an eco-friendly, water-based, anti-dirt product 
suitable for the protection of indoor mineral coatings.   
SAVON DE MARSEILLE is a paste composed by pure Marseille soap and 
special additives.  
SAVON DE MARSEILLE confers a pleasant silk-touch to the application. It 
grants protection to the surface without altering the breath-through 
properties of the lime-based coating.  

USE 

Product :  SAVON DE MARSEILLE  

Consumption: approx. 30 ÷ 60 g/m2 

Let the surface dry out for at least 48 hours.  

Apply SAVON DE MARSEILLE by trowel, in several layers, wet on wet, 
keeping an enhanced blade inclination until it has been completely 
absorbed.  

Polish the surface with a dry cloth (TNT, microfiber, cotton) carefully 
removing the soap powder from the surface, if any. 

ENVIRONMENTAL CONDITIONS OF APPLICATION  

During application the temperature should be included between   
+10 °C and +30 °C, while the relative humidity should be lower than 
85%.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

STORAGE  

The product maintains its properties for a period of 24 months if 
protected from excessive heat and cold.  
Storage temperature should be included between +5 °C and +30 °C. 
Protect from frost. 

SAFETY GUIDELINES 

Avoid contact with skin and eyes. If contact occurs, rinse thoroughly with 
water.  
Keep away from the reach of children.  
For further information consult the safety data sheet. 

DISPOSAL 

The product must be disposed in agreement with current regulations.  
Empty containers should be sent to recycling plants. 

 
TECHNICAL DATA 

Packaging 2 kg 
Specific weight 0,82 ± 0,02 kg/l 

Theoretical yield 30 ÷ 60 g/m2 

Dilution ready to use 

pH value 8,11 

Dry to handle 48 hours with 20 °C room temperature 
Permeability to  
water vapor (Sd) 

High 0,06 m   
Ref. UNI EN ISO 7783-2:2001 

VOC  
Dir. 2004/42/CE 

0,011 g/l  
Cat. A/l, limit value 2010: 200 g/l 

 


